OPTION

A metal strip can be incorporated
within the Rooflight underlap side
to enable the use of typical stitch
fasteners if required.

HAMBLESIDE DANELAW ZENON FACTORY ASSEMBLED INSULATED
ROOFLIGHT - TYPICAL CROSS SECTION

Laplock / Fablock type expanding
grommet fasteners with poppy
red caps fitted @ max 450mm

c/c to sidelap underlap
Primary fasteners with poppy red

caps to have a min 29mm self
sealing washer. 5 fasteners min
per purlin

6x5mm butyl sealant
tape to sidelap PC4 - 4mm Polycarbonate

insulation option shown here
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Hambleside Danelaw
ZENON Rooflights
to match a variety of
roofing systems

HC20 - 20mm Honeycomb
insulation option shown here
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Side stitch fasteners with poppy
red caps and self sealing washer
fitted @ max 450mm c/c to
sidelap overlap

6x5mm butyl sealant

tape to sidela
P P Composite roofing

panel by others
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HAMBLESIDE DANELAW ZENON FACTORY ASSEMBLED INSULATED
ROOFLIGHT - TYPICAL END LAPS

8mm@ Butyl strip or gun applied
silicone to outer end lap of sheet

Optional bead of gun applied

150mm LAP

AlOlSmm either side of fasteners
|

Hambleside Danelaw
ZENON Rooflights
to match a variety of
roofing systems

8mmd Butyl sealant positioned

150mm LAP

silicone to bottom of sheet lap

Primary fasteners with poppy red
caps to have a min 29mm self
sealing washer. 5 fasteners min
per purlin

8mm@ Butyl sealant positioned
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10-15mm either side of fasteners
Composite roofing
150mm AP panel by others

For further guidance on the
sealing of Rooflights please
refer to MCRMA Technical
paper 16
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Typical Fixing Details
Factory Assembled Insulated
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DOWN SLOPE

GRP OVER METAL LAP
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Up to 5mm Tolerance
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Rooflights
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PC4 - 4mm Polycarbonate
insulation option shown here

Rooflight to have a
minimum end bearing
of 30mm onto purlin
or spreader plate

GRP OVER GRP LAP
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_ HC20 - 20mm Honeycomb Purlin spreader plate
insulation option shown here
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UP SLOPE

Rooflights to have a
minimum end bearing
of 30mm onto purlin
or spreader plate

METAL OVER GRP LAP

Purlin
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Hambleside Danelaw Ltd

T 01327 701900
F 01327 701909
www.hambleside-danelaw.co.uk
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- All dimensions are in millimetres unless otherwise stated
- All dimensions to be checked on site

- Do not scale

© Hambleside Danelaw Ltd, own the copyright of this
document which is supplied in confidence, this document
must not be used for any other purpose other than that it
is supplied for.
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